
SUPPORTED IWB MODELS AND INPUT OPTIONS 

 
 
 

Supported 
With 

LAN Telnet Inputs Power Controls 

Model 
  

HDMI 1 HDMI 2 HDMI 3 Display 1 Display 2 DSUB DSUB 1 DSUB 2 Wireless Application Option 
Power 

ON 
Power 

OFF 
PN-L401C/ 
PN-L501C 

  
OK OK N/A OK N/A OK N/A N/A OK N/A N/A OK OK 

PN-L651H   OK OK N/A OK N/A OK N/A N/A OK OK N/A OK OK 
PN-L751H/ 
PN-L851H 

  
OK OK N/A OK N/A OK N/A N/A OK OK N/A OK OK 

 

Supported 
With RS-232 Inputs Power Controls 

Model Display 
Gender HDMI 1 HDMI 2 HDMI 3 Display 1 Display 2 DSUB DSUB 1 DSUB 2 Wireless Application Option 

Power 
ON 

Power 
OFF 

PNL-C751H Male (#1) OK OK OK N/A N/A OK N/A N/A N/A OK N/A OK OK 
PN-C861H Female (#1, 2) OK OK OK N/A N/A OK N/A N/A N/A OK N/A OK OK 
PN-CE701H Female (#1, 2) OK OK OK N/A N/A N/A OK OK OK OK N/A OK OK 
PN-L401C/ 
PN-L501C 

Male (#1) OK OK N/A OK N/A OK N/A N/A OK N/A N/A OK OK 

PN-L651H Female (#1, 2) OK OK N/A OK N/A OK N/A N/A OK OK N/A OK OK 
PN-L751H/ 
PN-L851H 

Female (#1, 2) OK OK N/A OK N/A OK N/A N/A OK OK N/A OK OK 

#1 Male to USB cable: StarTech.com ICUSB232SM3 USB to Serial Adapter - Prolific PL-2303 - 3 ft / 1m - DB9 (9-pin) - USB to RS232 Adapter 
Cable - USB Serial 
 

#2 Gender changer: StarTech.com GC9SF Slimline DB9 Serial Gender Changer - F/F 


